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SUNFLASH 300W

-	przenośny panel fotowoltaiczny o mocy 300W,
-	typ ogniwa: krzem monokrystaliczny,
-	wydajność ogniwa: 21,5 – 23,5%,
-	napięcie obwodu otwartego: 43,2V,
-	prąd zwarciowy: 8,75A,
-	panele można łączyć, 
-	panel wyposażony w port wyjściowy: MC4 DC,
-	składana konstrukcja ułatwia przenoszenie,
-	wbudowany stojak pozwala ustawić panel pod odpowiednim kątem 

aby zoptymalizować nasłonecznienie,
-	wymiary: złożony: 720x630x50mm, rozłożony: 2355x720x25mm.

- portable solar panel – 300W,
- cell type:  monocrystalline silicon,
- cell efficiency: 21,5 – 23,5%,
- open circuit voltage: 43,2V,
- short-circuit current: 8,75A,
- panels can be linked,
- panel has 3 output ports: USB-A, USB-C, MC4 DC,
- foldable design makes carrying easier,
- built-in stand allows you to set the panel at the right angle 

to optimize insolation,
- size: folded: 720x630x50mm, unfolded: 2355x720x25mm.

MODEL INDEKS MAKSYMALNA MOC [W] WAGA NETTO [kg] PAKOWANIE [szt.] KOD EAN

MODEL INDEX MAX POWER [W] NET WEIGHT [kg] PACKING [pcs.] BARCODE

SUNFLASH 300W KHSH300W 300 6,35 2 5902201359435

X4

-10°C

70°C

 720 25

2355

składana konstrukcja 
/foldable design


